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Low-temperature transport spectroscopy measurements on a quantum dot
lithographically defined in a multiwall MoS2 nanotube are demonstrated. At
T¼ 300 mK, clear Coulomb blockade is observed, with charging energies in
the range of 1 meV. In single-electron tunneling, discrete conductance
resonances are visible at finite bias. Additionally, a magnetic field perpen-
dicular to the nanotube axis reveals clear indications of quantum state
transitions, with effective g factors consistent with published theoretical
predictions.
When constraining 2D electronic systems further to obtain
quantum dots, zero-dimensional electronic systems with dis-
crete quantum states, both generating well-defined boundary
conditions and reaching a discrete density of states are signifi-
cant challenges. Recently, semiconducting 2D transition metal
dichalcogenides (TMDCs) have attracted interest as potential
material systems for quantum dots. Based on the strong
spin-orbit coupling, leading to a spin-split band structure,
multiple types of electronic qubits, utilizing spin and valley
degrees of freedom, have been proposed.[1–4] Unlike III–V semi-
conductors, TMDCs in principle allow zero nuclear spinmaterials,
avoiding hyperfine interactions with the electron spin.
From the experimental side, quantum dots have been defined
not only in layers of MoS2,
[5–10] but also WSe2
[11] andWS2.
[12] The
large electron effective mass, recently found to be m*  0.7me
for MoS2
[13] and significantly exceeding previous density func-
tional theory (DFT) results,[2,14] leads to a small level spacing.
Consequently, so far, it has been a challenge to reach the regime
of single quantum level transport in nanofabricated TMDC quan-
tum dots. Discrete-level spectroscopy would allow detailed
analysis of the coupled spin/valley physics
in the TMDC conduction band.
Here, we present first transport spec-
troscopy data on a quantum dot defined
in a semiconducting multiwall MoS2 nano-
tube. Similar to carbon nanotubes[15,16] and
semiconducting nanowires,[17,18] the geom-
etry creates a quasi-1D confinement, with
intrinsically larger single-particle energy
scales. Low-temperature measurements
performed at 300mK are dominated by
Coulomb blockade, with regular Coulomb
oscillations and features of quantum con-
finement. In a perpendicular magnetic field, we observe clear
indications of quantum state transitions, with effective g factors
consistent with published theoretical predictions.
MoS2 nanotubes are grown by a chemical transport reaction
in a two-zone furnace, using iodine as a transport agent.[19,20]
The slow, near-equilibrium growth from the vapor phase leads
to clean multiwall nanotubes with lengths up to hundreds of
micrometers and relatively small density of defects in compari-
son with other types of growth. As shown in Figure 1a,b, the
tubes grow individually without forming ropes or bundles.
Typical diameters range from 10 nm up to several micro-
meters. The nanotubes are hollow with a wall thickness from
25% to 30% of their diameter. The wall of the MoS2 nanotube
shown in Figure 1c is composed of 25–26 molecular layers. Its
diameter is 52 0.2 nm. The electron diffraction pattern of
Figure 1c reveals that the nanotube has grown in a chiral mode.
All walls share a similar angle of chirality, α  16.[21,22] From
the growth ampule, the nanotubes are transferred to a highly
p-doped silicon wafer with a 500 nm-thick thermally grown
surface oxide. The transfer is performed using a wafer
dicing tape with low adhesion. This way, a large number of
individual nanotubes can be spread over the chip surface
and can subsequently be detected using optical microscopy.
Scanning electron microscopy (SEM) imaging of nanotubes
or the finished devices is not performed to avoid charging
of traps in the SiO2 surface and contamination with
hydrocarbons.
Figure 1d shows an optical micrograph of the nanotube used
for device 1. Based on previous comparisons of optical and SEM
micrographs, we estimate a diameter of 20–50 nm. The device
design is shown in Figure 1e. Contacts with a separation of
450 nm are defined using standard electron beam lithography,
followed by deposition of 30 nm of scandium and 80 nm of gold.
To avoid the formation of high Schottky tunnel barriers at the
contacts, we use scandium as contact metal because of its low
work function.[23,24] Tensile strain in the tube potentially leads
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to an increase in the MoS2 affinity energy and thus contributes to
the further reduction of the Schottky barrier.[25]
At room temperature, the fabricated devices show linear
I(VSD) characteristics with typical resistances in the order of
1MΩ. When cooled to 300mK, all studied devices display non-
linear I(VSD) behavior, with a suppression of current around zero
bias voltage. Figure 2a shows a resulting stability diagram. We
observe a sequence of Coulomb oscillations with high regularity,
indicating the formation of a quantum dot on the contacted tube
segment.
In addition, in Figure 2a, a clear threshold bias voltage of
VSD  4mV is visible. This indicates that the electronic system
consists of a chain of several quantum dots.[26] Unlike the typical
shard-like features in a disordered system of quantum dots, here,
the onset of neighboring single-electron tunneling (SET) regions
is at similar bias voltage; also, only a single set of slopes of the
SET region edges is observed, see Figure 2a. This suggests that
only one of the quantum dots in the system has a strong capaci-
tive coupling to the back gate; this quantum dot extends over
most of the channel length. The additional dots are located near
the contact electrodes, where the potential of the back gate is
mostly screened. The deposition of reactive metals, as, e.g., scan-
dium, leads to interfacial reactions with MoS2, a likely cause of
such additional trap states.[27,28]
The overall conductance data quality is reminiscent of early
works on carbon nanotubes, where the macromolecule was
(as it is here) in direct contact with a SiO2 substrate surface,
its dangling bonds, and disorder. Either suspending the nano-
tube or encapsulating it into hexagonal boron nitride is thus likely
to lead to significantly cleaner and more stable transport spectra.
Analyzing the sequence of Coulomb diamonds highlighted in
Figure 2a, we extract an average gate conversion factor, αG ¼
0.048, and an average gate voltage spacing ΔVG ¼ 23 mV.
From this, we calculate the charging energy, EC ¼ eαG ΔVG ¼
1.1meV, and the gate capacitance, CG ¼ e/ΔVG ¼ 7 aF. The
expected value of the geometric gate capacitance is CG,th ¼
2πLϵ0ϵr= lnð2h=rÞ with the channel length L, the tube radius r,
the thickness of the dielectric layer h, and an empirical effective
dielectric constant ϵr ¼ 2.2.[29] Choosing L¼ 450 nm, r¼ 10 nm,
and h ¼ 500 nm yields a value of CG,th ¼ 12 aF, in good agree-
ment with the measurement, indicating that the size of the quan-
tum dot is defined by the metal electrodes.[30–32]
Figure 2c enlarges the detail marked in Figure 2b with a
dashed rectangle. Within the SET region, pronounced discrete
conductance resonances corresponding to an excitation energy
ΔE  500 μeV are visible. Such a large single-particle excitation
energy is a strong indication that we have reached the limit of 1D
confinement, where the level spacing is proportional to the
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Figure 1. a,b) Scanning electronmicrographs of MoS2 nanotubes on the growth substrate. Individual nanotubes grow on top of plate-like crystals. c) TEM
image of a single MoS2 nanotube with the corresponding diffraction pattern. The arrow marks the nanotube axis. d) Optical microscope image of MoS2
nanotubes transferred to a chip substrate. The arrowhead highlights the nanotube used in the subsequent measurements. e) Device schematic.
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number of charges on the quantum dot, similar to measure-
ments on semiconducting nanowires.[30]
Finally, we have collected first data on the influence of a
perpendicular magnetic field on the current through the quan-
tum dot. Figure 3 shows the measurement of I(VG, B) over a
sequence of four Coulomb oscillations at a fixed finite bias volt-
age, VSD ¼ 3.5 mV, tracing across the “tips” of the SET
regions, as indicated in the inset of Figure 3. The conductance
maxima shift gate voltage position, with slopes comparable to
Zeeman phenomena at g 2 and multiple apparent quantum
state transitions. This is in good agreement with DFT-based
results on circular quantum dots in 2D MoS2, predicting both
spin and valley effective g factors in this order of magnitude.[2]
For the case of MoS2 nanotubes, or generally TMDC nanotubes,
further theoretical modeling is needed to uncover the precise
electronic structure in strong magnetic fields.
In conclusion, we have performed the first low-temperature
transport experiments on a TMDC multiwall nanotube quantum
dot. A chemical vapor transport reaction with slow, near-
equilibrium growth conditions leads to clean MoS2 nanotubes
with very low intrinsic disorder. By using scandium contacts,
we avoid the formation of Schottky barriers at the contacts.
Current measurements at 300mK are dominated by Coulomb
blockade, with regular Coulomb oscillations and clear resonant
features in nonlinear transport overlaid on a low-bias region of
suppressed conductance. In a perpendicular magnetic field, we
observe clear indications of quantum state transitions, with effec-
tive g factors consistent with published calculations.[2]
The low-bias suppression of conductance is a typical feature of
an array of multiple quantum dots; however, the measurement
shows that this disorder is limited to the contact regions.
Future work shall improve the contact properties, toward detailed
single quantum dot level spectroscopy in aligned magnetic fields
and exploration of the confinement spectrum in the band struc-
ture of the material. An obvious next step is also to encapsulate or
suspend the nanotubes, in order to suppress substrate charge
influences. Furthermore, WS2 nanotubes have already been
shown to exhibit intrinsic superconductivity at strong doping,[33,34]
pointing toward the possibility of intrinsic 1D semiconductor–
superconductor heterostructures within a single macromolecule.
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Figure 2. Stability diagrams measured at T¼ 300mK: differential conduc-
tance dI/dVSD (VSD, VG) obtained by numerical differentiation of the
measured dc current I(VSD, VG). For better contrast, the conductance
scale has been cut off as indicated. a) Overview measurement of
the region 0.5 V≤ VG≤ 1 V, where the highlighted edges of SET onset
have been used to estimate charging energy and gate capacitance.
b) Overview measurement for 4 V≤ VG≤3 V, illustrating the slow
modulation of the conduction threshold with gate voltage. c) Detail
plot of the highlighted region in (b), displaying discrete conductance
resonances within the SET regions.
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Figure 3. I(VG, B) at constant bias VSD¼3.5 mV for T¼ 300mK. VG
ranges over a sequence of multiple Coulomb oscillations, as indicated
in the inset. The dotted lines correspond to the characteristic Zeeman
slopes ∂VG= ∂B ¼  ðgμBÞ=ðeαGÞ for g ¼ 2.
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